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85.2106 Warranty claim procedures.
85.2107 Warranty remedy.
85.2108 Dealer certification.
85.2109 Inclusion of warranty provisions in

owners’ manuals and warranty booklets.
85.2110 Submission of owners’ manuals and

warranty statements to EPA.
85.2111 Warranty enforcement.
85.2112 Applicability.
85.2113 Definitions.
85.2114 Basis of certification.
85.2115 Notification of intent to certify.
85.2116 Objections to certification.
85.2117 Warranty and dispute resolution.
85.2118 Changes after certification.
85.2119 Labeling requirements.
85.2120 Maintenance and submittal of

records.
85.2121 Decertification.
85.2122 Emission-critical parameters.
85.2123 Treatment of confidential informa-

tion.
APPENDIX I TO SUBPART V OF PART 85—REC-

OMMENDED TEST PROCEDURES AND TEST
CRITERIA AND RECOMMENDED DURABILITY
PROCEDURES TO DEMONSTRATE COMPLI-
ANCE WITH EMISSION CRITICAL PARAM-
ETERS

APPENDIX II TO SUBPART V OF PART 85—ARBI-
TRATION RULES

Subpart W—Emission Control System
Performance Warranty Short Tests

85.2201 Applicability.
85.2202 General provisions.
85.2203 Short test standards for 1981 and

later model year light-duty vehicles.
85.2204 Short test standards for 1981 and

later model year light-duty trucks.
85.2205–85.2206 [Reserved]
85.2207 On-board diagnostics test standards.
85.2208 Alternative standards and proce-

dures.
85.2209 2500 rpm/idle test—EPA 81.
85.2210 Engine restart 2500 rpm/idle test—

EPA 81.
85.2211 Engine restart idle test—EPA 81.
85.2212 Idle test—EPA 81.
85.2213 Idle test—EPA 91.
85.2214 Two speed idle test—EPA 81.
85.2215 Two speed idle test—EPA 91.
85.2216 Loaded test—EPA 81.
85.2217 Loaded test—EPA 91.
85.2218 Preconditioned idle test—EPA 91.
85.2219 Idle test with loaded precondi-

tioning—EPA 91.
85.2220 Preconditioned two speed idle test—

EPA 91.
85.2221 [Reserved]
85.2222 On-board diagnostic test procedures.
85.2223 On-board diagnostic test report.
85.2224 Exhaust analysis system—EPA 81.
85.2225 Steady state test exhaust analysis

system—EPA 91.
85.2226–85.2228 [Reserved]
85.2229 Dynamometer—EPA 81.

85.2230 Steady state test dynamometer—
EPA 91.

85.2231 On-board diagnostic test equipment
requirements.

85.2232 Calibrations, adjustments—EPA 81.
85.2233 Steady state test equipment calibra-

tions, adjustments, and quality control—
EPA 91.

85.2234–85.2236 [Reserved]
85.2237 Test report—EPA 81.
85.2238 Test report—EPA 91.

Subpart X—Determination of Model Year
for Motor Vehicles and Engines Used in
Motor Vehicles Under Section 177 and
Part A of Title II of the Clean Air Act

85.2301 Applicability.
85.2302 Definition of model year.
85.2303 Duration of model year.
85.2304 Definition of production period.
85.2305 Duration and applicability of certifi-

cates of conformity.

APPENDICES TO PART 85

APPENDIX I–APPENDIX VII [RESERVED]
APPENDIX VIII—VEHICLE AND ENGINE PARAM-

ETERS AND SPECIFICATIONS

AUTHORITY: 42 U.S.C. 7521, 7522, 7524, 7525,
7541, 7542, 7601(a).

Subparts A–E [Reserved]

Subpart F—Exemption of
Aftermarket Conversions From
Tampering Prohibition

SOURCE: 59 FR 48490, Sept. 21, 1994, unless
otherwise noted.

§ 85.501 General applicability.
(a) Sections 85.501 through 85.505 are

applicable to aftermarket conversion
systems for which an enforcement ex-
emption is sought from the tampering
prohibitions contained in section 203 of
the Act.

(b) References in this subpart to en-
gine families and emission control sys-
tems shall be deemed to apply to dura-
bility groups and test groups as appli-
cable for manufacturers certifying new
light-duty vehicles and light-duty
trucks under the provisions of 40 CFR
part 86, subpart S.

[64 FR 23919, May 4, 1999]

§ 85.502 Definitions.
(a) The Act means the Clean Air Act

as amended (42 U.S.C. 7501 et seq.).
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